
EQUIPMENT REQUIREMENTS 

The full requirements are set out in schedules A and AA of the motorsport manual, available at 

http://www.motorsport.org.nz/resources/motorsport-manual.   

The following summarises these requirements as they apply to road registered and warranted cars 

taking part in this track day.  While every effort has been made to be accurate in this summary, in the 

event of any inconsistency between what follows and the motorsport manual, the motorsport manual 

applies.  

Driver equipment 

Drivers in all events other than parade laps must wear overalls and a crash helmet. 

Overalls 

 The overalls must be close fitting at the cuffs and ankles, and be made entirely of flame 
resistant material such as Cotton, Wool, Leather, Nomex, Aramid, etc. Clothing made of 
flammable and/or synthetic material is not approved. 

 Cotton boiler suit-type overalls, provided they are taped at ankles and wrists, are also 
acceptable but ensure they ARE 100% cotton – many are now synthetic, which is not 
acceptable. 

 
Examples of suitable race suits (Other options are available) 
https://www.vortexracewear.com/collections/suits/products/sfi-1-layer-race-suit 
http://www.chicane.co.nz/productdetails.asp?id=155&CategoryID=1&b= 
 
It is recommended that all drivers wear cotton undergarments. 
 
Helmets 
 

 The helmet must meet one of the standards set out in the motorsport manual, of which there 
are many.  The helmet must have a standards label which lists the standard it meets. 
Common standards include 

o European Standard (R22):  ‘E’ Mark 04 or 05 series 
Note: The series number is not the number in the circle. It is the number located close 

by, an example being; 05-12345. 

o Australian Standard AS 1698 
o British Standards Institute BS6658-85 
o Numerous Snell and SFI standards as listed in schedule A.   

(Expired standards cannot be accepted.   If your helmet has a Snell or SFI standard, ensure 

you check the schedule A list to confirm it is current.) 

Examples of suitable helmets (Other options are available) 
https://www.vortexracewear.com/collections/helmets/products/vortex-formula-helmet-composite-snell-

sa2010 

http://www.chicane.co.nz/productdetails.asp?id=920&CategoryID=9&b= 

The MG Car Club does have suitable helmets and overalls available to borrow on request. Depending 

on how many people wish to borrow equipment there may be a need to share. 

Vehicle requirements 

Note: reference is made below to “pre 1960”  This includes all models for which production as 

commenced prior to 31st December 1960, so (for example) all MGAs and Austin Healey 3000s fall in 

this category. 

For cars which are not significantly modified, vehicle requirements can be summarised as follows: 

 Cars should be in sound WoF condition 

http://www.motorsport.org.nz/resources/motorsport-manual
https://www.vortexracewear.com/collections/suits/products/sfi-1-layer-race-suit
http://www.chicane.co.nz/productdetails.asp?id=155&CategoryID=1&b
https://www.vortexracewear.com/collections/helmets/products/vortex-formula-helmet-composite-snell-sa2010
https://www.vortexracewear.com/collections/helmets/products/vortex-formula-helmet-composite-snell-sa2010
http://www.chicane.co.nz/productdetails.asp?id=920&CategoryID=9&b


 A fire extinguisher is optional for parade laps or driver training, but must be fitted for all sprint 
events.  If a fire extinguisher is carried for parade laps or driver training, it must meet the 
mounting requirements set out below.  

 Seat belts are required (see below), except for most pre-1960 cars  

 Roll protection is optional for all events other than open cars in the dual sprint (refer below). 
 

Fire extinguisher 

Where fitted, a fire extinguisher must   

 be at least 0.9kg BE or ABE dry powder (refer to the motorsport manual for other extinguishants)  

 be mounted in a bracket secured with a minimum of two 8.8 M6 bolts and panel washers.  

 be held in the bracket by two over-centre clips. 
 
An example of a suitable extinguisher: https://www.mitre10.co.nz/shop/quell-fire-extinguisher-1kg/p/223125 

Seat belts 

 Post 1960 cars  require a minimum of a 3 point (lap and diagonal) seat belt installed to WoF 
standard. 

 Standard pre-1960 cars, and any modified pre-1960 cars meeting the requirements of schedule K 
of the MSNZ manual, are exempt from the seat belt requirements, and may have either no 
harness or a belt (lap or lap and diagonal)..   

 

Roll protection:   

 For the dual sprint only, a rollbar is mandatory for all post-1960 open cars, and for all modified 
pre-1960 open cars unless they meet the requirements of schedule K of the MSNZ motorsport 
manual (Refer to section 4 of schedule K for the limited modifications allowed).  (Note: Where a 
convertible is fitted with a hard top it is still classified as an open car.) 

 For other events roll protection is optional. 

 Generally, rollbars, where fitted, require certification (“homologation”) with MSNZ.  However, non-
homologated rollbars are authorised for single sprint and driver training cars which are road 
registered and have a current warrant of fitness. 

 If a passenger is carried in the single or dual sprints, the car must have a full safety cage and be 
fitted with minimum 4 point harnesses for both driver and passenger.   

 

 

 

https://www.mitre10.co.nz/shop/quell-fire-extinguisher-1kg/p/223125

